3.5"-SBC-WLU

MORE CONNECTED PLATFORM FOR loT APPLICATIONS

v

3.5" SINGLE BOARD COMPUTER WITH
8TH GENERATION INTEL® CORE™ U-SERIES PROCESSORS

P 1x LVDS, 2x DP++ for triple display support

» 2x GbE LAN for Ethernet

P 4x USB 3.1, 4x USB 2.0, 2x RS232/422/485 for USB & serial device connection
» 8-bit DIO for device / signal control

P 1x SATA 3.0, 1x M.2 Key B, Tx M.2 Key E, Tx M.2 Key M for storage & expansion
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3.5"-SBC-WLU

3.5" SINGLE BOARD COMPUTER WITH 8TH GENERATION INTEL® CORE™ U-SERIES PROCESSORS

3.5"-SBC-WLU is a 3.5" single board computer based on 8th Gener-
ation Intel® Core™ U-Series processors. Besides computing /
graphics performance enhancement, the board supports many
new-generation interfaces, including (1) faster DDR4 memory
sockets; (2) HDMI- / DVi-output-supported DP++ ports; (3)
high-speed SATA 3.0 drive socket; and (4) highly-integrated M.2
expansion slots.

PRODUCT HIGHLIGHTS

8th Generation Intel® Core™ U-Series Processors (up to 25 W TDP)
2x DDR4 SO-DIMM memory socket

Tx LVDS, 2x DP++ for triple display support

2x GbE LAN for Ethernet

4x USB 3.1, 4x USB 2.0 for USB device connection

2x RS232/422/485 for serial device connection

8-bit DIO for device / signal control

1x SATA 3.0 for storage device

1x M.2 Key B, 1x M.2 Key M, 1x M.2 Key E for SSD, WLAN & WWAN
TPM 2.0 support

BLOCK DIAGRAM

Most importantly, 3.5"-SBC-WLU supports Intel® Wireless-AC via
new Intel's new CNVi interface integrated in the M.2 Key E socket,
which can deliver up to 12x faster Wi-Fi speeds depending on the
model that is installed when compared to legacy Wi-Fi devices. It is
a more connected embedded computing platform ideal for loT
wireless applications.
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» TECHNICAL INFORMATION

VIDEO GRAPHICS Intel® UHD Graphics 620 (Core™ i models)
Intel® UHD Graphics 610 (Celeron® models)
DISPLAY INTERFACE 1x LVDS (24-bit, 2-ch, 1920 x 1200 @ 60 Hz)
2x DP++ (4096 x 2304 @ 60 Hz, on rear)
MULTIPLE DISPLAY Triple Display

NETWORK CONNECTION ETHERNET 2x GbE LAN (RJ45 on rear, Intel® 1219-LM, Intel® 1210-AT)

STORAGE & EXPANSION SATA TxSATA 3.0
M.2 1x M.2 Key B (Type 2242, mixed w/ PCle x1/ USB 3.1)
1x M.2 Key M (Type 2280 / 2242, mixed w/ PCle x4 / SATA 3.0)
1x M.2 Key E (Type 2230, mixed w/ PCle x1 / USB 2.0, Intel® CNVi support)

SIM CARD HOLDER 1x SIM Card Holder (Micro type, connected to M.2 Key B)
FIRMWARE BIOS AMI uEFI BIOS w/ 256 Mb SPI Flash
WATCHDOG Programmable WDT to generate system reset event
H/W MONITOR Voltages, Temperatures
REAL TIME CLOCK Processor integrated RTC
TPM TPM 2.0 Support (Infineon SLB 9665)
COOLING Ix Wafer for Smart Fan
MECHANICAL DIMENSION (L x W) ECX (146 mm x 105 mm / 5.75" x 4.13")
CERTIFICATION EMC & SAFETY CEClass B, FCC Class B
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» ORDERING INFORMATION

3.5"-SBC-WLU-i5-8365UE Intel® Core™ i5-8365UE
3.5"-SBC-WLU-4305UE Intel® Celeron® 4305UE

ACCESSORIES

COM PORT CABLE* 0C5020000005130L 10-pin pitch = 1.25 mm to DBY connector, L = 350 mm

DIOCABLE®  0CS020000003360L  D-SUB-9P (Female) to MXSI0Z1-10P K0P 125 pitch L=200mm
USB CABLE (2 PORT)* 0C5040000000110L 2.54 mm 2x5P to 2x USB connectors, L = 340 mm

'SATAPOWERCABLE  0CS020000004230L P20 HSG 1x4P 20 mim pitch to SATA ISP Pitchi 127 mm, L=460mm
SATA CABLE* 0C5020000004240L 1x7-pin connector with lock, pitch =1.27 mm, L = 460 mm

AUDIOCABLE*  0CS0200000020S0L  WLEODSH 2xGP 2:54 pitch to EAR phonejackx3 pitch 3Smm. L=350mm
COOLER* 0HO5XX000002270L Cooler with Thermal PAD for 3.5"-SBC-WLU

(*: Optional)

» GLOBAL HEADQUATERS KONTRON S&T AG

Lise-Meitner-Str. 3-5
86156 Augsburg, Germany
Tel.: +498214086 0

Fax: + 49 8214086 1M1
info@kontron.com
www.kontron.com
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